
Adapter USB 2.0 Type-A> 1x Serial DB9 RS-232

Specification

• Connectors:
1x USB 2.0 Type-A male>
1x serial RS-232 DB9 male

• Chipset FTDI
• Serial connector with screw
• Data transfer rate: more than 1 Mb/s

System requirements

• Windows Server-2008/Server 2008-64/Vista/Vista-64/7/7-64/8.1/8.1-64/10/10-64, Linux Kernel 
2.4, Mac OS 10.5

• PC or laptop with a free USB Type-A port

Driver Installation

1. Switch on your computer
2. Connect the adapter to an available USB port
3. Put the CD in the CD ROM drive
4. Click “Start”,”Control panel”,”System”,”Hardware”,”Device manager
5. Use right click to “USB serial Port” and click “Update Driver”
6. Choose the option “Install software from a list or from another source” and click next
7. Choose the option “Don´t search” I will choose the driver to install” click on “Next”
8. In the following list choose “Ports COM & LPT” and click “Next”
9. Click on “Browse” and select the file on the driver CD “ftdibus” and click on “Open”
10. Click “OK”
11. Click “Next”
12. The driver will now be installed
13. Click on “Finish”
14. Your computer will ask to reboot. Click “YES” to restart the computer
15. After restart you can start using the device immediately
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